LevelStar Secton: NI100
Magnicator II® Bi-Color ot 108
LED Level Indicator et

Specialists in Liguid Level Indication & Control

THE BRIGHTEST IDEA IN
LEVEL INDICATION ¢
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LevelStar” -

Magnicator II® Bi-Color

LED Level Indicator

® High Contrast
- Superior Visibility Day or Night
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®* Increased Reliability

* Long Life (over 70,000 hrs.)

* No Mechanical / Rotating Parts
* Field Upgradable

* Customized Color Options MAGIGITER DS
* Longest Field-of-View Available

LevelStar™ Bi-Color LED llluminator

JERGUSON? is pleased to announce the addition of the Magnicator |1® Bi-Color Level Indicator to
the world's largest selection of level indication and control products. The Magnicator's level lights
utilize patent pending technology to deliver unmatched visibility and reliability throughout your plant.

JERGUSON ....Quality, Safety and Performance.
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LevelStar”

Magnicator II1® Bi-Color
LED Level Indicator*

SPECIFICATIONS

120WVAC | 240VAC
- 18 VvDC

Input Voltage:
Indicator Voltage:
Power Consumption:
Ambient Temp.:
Process Temp.:

175 F

375 F wio insulation strip
450 F with insulation strip
451+ F with air purge

700 mA max. @ 20 feel indication

Wire Spec: 14 AWG nominal 16 AWG max.
Max. Distance From

Power Supply to Light Strip: 4 fest

Electrical Conn.: " FNPT

Estimated Life: 100,000 Hours (continuous)

* PATENT
PENDING

To Specify a Bi-Color LED Level Indicator on a
MAGNICATOR II® Level Gage:

MAGNICATOR lI@
Shown with
LevelStar™ Bi-Color LED llluminator
and Magnetostrictive transmitter

A26625-1-2-RG -1

Lla*.reISLarJ

115 or 230 VAC 50/80 Hz
Nema 4%

Prewired Terminal Connections
1 =115 VAC 50/60 Hz
2 =230 VAC 50/60 Hz

Mumber of Rows
1 = Single Color
2 = Bi Color

Length (inches)

Right Row Color (Liguid) = Green (default)

Left Row Color (Vapor) = Red (default)

Motes:

1) Example shown for bi-color indicator

2) For single color, specify only RIGHT row color and
enter “0” for LEFT row color

3) Other color options available upon requeast

PLANT.ON Carars
Aftermarket Services
Telephone: (440) 572-1500

www . clark-reliance.com

Products Manufactured by the Clark-Reliance® Corporation
16633 Foltz Plwy., Strongsville, OH 44148 USA

Fax; (440) 238-8828

sales{@clark-reliance.com



